NCHRP 350 Temporary Portable Device Requirements

Device NCHRP 350 Device Required? Documentation Required/Comments
Yesor No
Cone Yes Self Certification*
Tubular Marker Yes Self Certification*
42” Channeling Device Yes Self Certification*
Drum Yes Self Certification*
Drum w/Light Yes Self Certification*

Type 111 Barricade — Std.
Plan R-125

Let Before 10/2004-No

None

Let on or After 10/2004-Yes

FHWA Acceptance Letter**

Flexible Roll-up Sign

Yes

FHWA Acceptance Letter**

Sign 16 sq ft or Less (Not
Including Diamond Sign)

No

Yes if the project includes the Special
Provision for Temporary Signs

Acceptance Letter as 4’ x 4’ Diamond

Std. Plan R-125 w/o Light — Same FHWA

Sign — 4’ x 4’ Diamond —
Std. Plan R-125

Let Before 10/2004-No

Let on or After 10/2004-Yes

FHWA Acceptance Letter**

Sign — 4’ x 4’ Diamond —
Other Than R-125 Design

Let Before 10/2004-No

Let on or After 10/2004-Yes

FHWA Acceptance Letter**

Sign Between 16 and 20 sq ft No
Sign -4’ x5’ No
Sign — Larger Than 20 sq ft No

Yes if the project includes the Special
Provision for Temporary Signs

Must be Post Driven per Typical M000ae

Wood Sign Covers on
Portable Signs

Let Before 10/2004-No

Let on or After 10/2004-Yes

Knock down the sign instead of covering it.

Temporary Concrete Barrier

Follow Std. Plan R-52 and FUSP 812 (G)-
Special Provision for Temp. Concrete Barrier

Temporary Movable Yes FHWA Acceptance Letter**

Concrete Barrier

Water Filler Barrier Wall Yes FHWA Acceptance Letter**

Truck Mounted Attenuator Yes FHWA Acceptance Letter** and follow FUSP 812
(A)-Special Provision for Truck Mounted
Attenuators.

Temporary Impact Attenuator Yes FHWA Acceptance Letter** and follow the
Special Provision for Temporary Concrete Barrier
Ending, Detail

Arrow Board No Delineate With Conspicuity Tape and Drums —
Protect Where Possible

Temporary Lighting Trailer No Delineate With Conspicuity Tape and Drums —
Protect Where Possible

Portable Changeable No Delineate With Conspicuity Tape and Drums —

Message Sign Protect Where Possible

Temporary Traffic Signal No Delineate With Conspicuity Tape and Drums —
Protect Where Possible

Dynamic Lane Merge Trailer No Delineate With Conspicuity Tape and Drums —

Protect Where Possible

*  Self Certification — The contractor, supplier or manufacturer certifies in writing the device meets NCHRP criteria.
** FHWA Acceptance Letter indicates the device required crash testing and the FHWA issued a letter confirming it meets NCHRP
350 requirements. These letters are available at http://safety.fhwa.dot.gov/roadway dept/road _hardware/wzd.htm.
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